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(57) ABSTRACT

An electric power conversion system includes: a primary
electric power conversion circuit including a primary coil
connected to a connection point between a plurality of tran-
sistors; a secondary electric power conversion circuit config-
ured similarly to the primary electric power conversion circuit
and including a secondary coil corresponding to the primary
coil; and a control circuit controlling transfer of electric
power between the primary and secondary electric power
conversion circuits. The control circuit executes feedforward
control for setting one of an on/off ratio of a terminal voltage
signal of the primary coil and an on/off ratio of a terminal
voltage signal of the secondary coil, in response to at least one
of fluctuations in voltage ratio between both waveforms and
fluctuations in phase symmetry between both waveforms,
when the terminal voltage waveform of the primary coil and
the terminal voltage waveform of the secondary coil are dif-
ferent from each other.
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FIG. 6
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1
ELECTRIC POWER CONVERSION SYSTEM

INCORPORATION BY REFERENCE

The disclosure of Japanese Patent Application No. 2013-
058908 filed on Mar. 21, 2013 including the specification,
drawings and abstract is incorporated herein by reference in
its entirety.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The invention relates to an electric power conversion sys-
tem and, more particularly, to an electric power conversion
system that includes a primary electric power conversion
circuit and a secondary electric power conversion circuit
magnetically coupled to the primary electric power conver-
sion circuit.

2. Description of Related Art

There has been developed an electric power conversion
system that bidirectionally exchanges electric power between
a primary electric power conversion circuit and a secondary
electric power conversion circuit magnetically coupled to the
primary electric power conversion circuit. Each of the pri-
mary electric power conversion circuit and the secondary
electric power conversion circuit is configured to include a
plurality of transistors that are serially connected to each
other between a positive electrode bus and a negative elec-
trode bus. In each of the primary electric power conversion
circuit and the secondary electric power conversion circuit, a
dead time during which both the serially connected transis-
tors are turned off is provided in order to prevent a short
circuit between the plurality of serially connected transistors.

As a related technique of the invention, for example, U.S.
Pat. No. 7,408,794 describes an electric power conversion
circuit that includes three input/output ports and half-bridge
circuits. There is also disclosed that a high-voltage inverter
circuit, a 14V load and a 42V load are respectively connected
to the three input/output ports of the electric power conver-
sion circuit.

Japanese Patent Application Publication No. 2006-187147
(JP 2006-187147 A) describes an electric power conversion
circuit that includes two input/output ports and full-bridge
circuits. The electric power conversion circuit includes three
reactors in addition to reactors that constitute a transformer.
There is also disclosed that a high-voltage inverter circuit and
a low-voltage electronic device are respectively connected to
the two input/output ports of the electric power conversion
circuit.

In the above electric power conversion system, a power
transfer direction and a power transfer amount are controlled
by equalizing the terminal voltage waveform of a primary coil
of the primary electric power conversion circuit to the termi-
nal voltage waveform of a secondary coil of the secondary
electric power conversion circuit and then adjusting a phase
difference ¢ between the two voltage waveforms.

When a dead time is provided as described above, the phase
symmetry between the terminal voltage waveform of the
primary coil of the primary electric power conversion circuit
and the terminal voltage waveform of the secondary coil of
the secondary electric power conversion circuit may fluctu-
ate.

Due to fluctuations in voltage of a power supply connected
to the primary electric power conversion circuit or secondary
electric power conversion circuit, the voltage ratio between
the terminal voltage waveform of the primary coil and the
terminal voltage waveform of the secondary coil may fluctu-
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2

ate. In this way, when there occur the above-described phase
symmetry fluctuations or voltage ratio fluctuations, circulat-
ing current that does not contribute to transfer of electric
power flows in the primary electric power conversion circuit
and the secondary electric power conversion circuit.

SUMMARY OF THE INVENTION

The invention provides an electric power conversion sys-
tem that controls circulating current.

An aspect of the invention provides an electric power con-
version system. The electric power conversion system
includes: a primary electric power conversion circuit includ-
ing a plurality of serially connected transistors and a primary
coil connected to a connection point between the plurality of
transistors, between a positive electrode bus and a negative
electrode bus; a secondary electric power conversion circuit
configured similarly to the primary electric power conversion
circuit and including a secondary coil corresponding to the
primary coil; and a control circuit configured to control trans-
fer of electric power between the primary electric power
conversion circuit and the secondary electric power conver-
sion circuit by magnetically coupling the primary coil to the
secondary coil, wherein the control circuit is configured to
execute feedforward control for setting one of an on/off ratio
of a terminal voltage signal of the primary coil and an on/off
ratio of a terminal voltage signal of the secondary coil in
response to at least one of fluctuations in voltage ratio
between a terminal voltage waveform of the primary coil and
a terminal voltage waveform of the secondary coil and fluc-
tuations in phase symmetry between the terminal voltage
waveform of the primary coil and the terminal voltage wave-
form of the secondary coil when the terminal voltage wave-
form of the primary coil and the terminal voltage waveform of
the secondary coil are different from each other.

According to the aspect of the invention, when the terminal
voltage waveform ofthe primary coil and the terminal voltage
waveform of the secondary coil are different from each other,
feedforward control for setting one of the on/off ratio of the
terminal voltage signal of the primary coil and the on/off ratio
of'the terminal voltage signal of the secondary coil is executed
in response to at least one of fluctuations in voltage ratio
between the terminal voltage waveform of the primary coil
and the terminal voltage waveform of the secondary coil and
fluctuations in phase symmetry between the terminal voltage
waveform of the primary coil and the terminal voltage wave-
form of the secondary coil. Thus, it is possible to suppress
circulating current because the correlation between the ter-
minal voltage waveform of the primary coil and the terminal
voltage waveform of the secondary coil is corrected.

BRIEF DESCRIPTION OF THE DRAWINGS

Features, advantages, and technical and industrial signifi-
cance of exemplary embodiments of the invention will be
described below with reference to the accompanying draw-
ings, in which like numerals denote like elements, and
wherein:

FIG. 1 is a view that shows an electric power conversion
system according to an embodiment of the invention;

FIG. 2 is a flowchart that shows the procedure for suppress-
ing circulating current according to the embodiment of the
invention;

FIG. 3 is a timing chart that shows the correlation among
switching control over transistors, terminal voltages V1, V2
of a transformation circuit and I, that flows through a primary
coil in the electric power conversion system when feedfor-
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ward control and feedback control are not executed according
to the embodiment of the invention;

FIG. 41is a view that shows a state where circulating current
is suppressed through feedforward control according to the
embodiment of the invention;

FIG. 5 is a view that shows an electric power conversion
system according to an alternative embodiment of the inven-
tion;

FIG. 6 is a view that shows a state where circulating current
is suppressed through feedforward control according to the
alternative embodiment of the invention; and

FIG. 7 is a view that shows a state where circulating current
is suppressed through feedforward control according to the
alternative embodiment of the invention.

DETAILED DESCRIPTION OF EMBODIMENTS

Hereinafter, an embodiment of the invention will be
described with reference to the accompanying drawings. Like
reference numerals denote similar elements in all the draw-
ings, and the overlap description is omitted.

FIG. 1 is a view that shows an electric power conversion
system 8. The electric power conversion system 8 is config-
ured to include an electric power conversion device 10 and a
control circuit 50. The electric power conversion device 10
has the function of transferring electric power between input/
output ports A, B. The electric power conversion device 10 is
configured to include a primary electric power conversion
circuit 20 and a secondary electric power conversion circuit
30. The primary electric power conversion circuit 20 and the
secondary electric power conversion circuit 30 are magneti-
cally coupled to each other by a transformation circuit 40.

A primary left arm 23 is connected between a primary
positive electrode bus 60 and a primary negative electrode bus
62. The primary left arm 23 is formed by serially connecting
a primary left arm upper transistor 22 and a primary left arm
lower transistor 24. A primary right arm 27 is connected in
parallel with the primary left arm 23 between the primary
positive electrode bus 60 and the primary negative electrode
bus 62. The primary right arm 27 is formed by serially con-
necting a primary right arm upper transistor 26 and a primary
right arm lower transistor 28.

The input/output port A (PORT_A) is provided between
the primary positive electrode bus 60 and the primary nega-
tive electrode bus 62. The secondary electric power conver-
sion circuit 30 is a circuit having a similar configuration to the
primary electric power conversion circuit 20. A secondary left
arm 33 is connected between a secondary positive electrode
bus 61 and a secondary electrode bus 63. The secondary left
arm 33 is formed by serially connecting a secondary left arm
upper transistor 32 and a secondary left arm lower transistor
44. A secondary right arm 37 is connected in parallel with the
secondary left arm 33 between the secondary positive elec-
trode bus 61 and the secondary negative electrode bus 63. The
secondary right arm 27 is formed by serially connecting a
secondary right arm upper transistor 36 and a secondary right
arm lower transistor 38. The input/output port B (PORT_B)is
provided between the secondary positive electrode bus 61 and
the secondary negative electrode bus 63. A load, a power
supply, and the like, are connected to the input/output ports A,
B.

The transformation circuit 40 includes a primary coil 41
and a secondary coil 42 magnetically coupled to the primary
coil 41. The winding number ratio between the primary coil
41 and the secondary coil 42 is 1:N.

The control circuit 50 has the function of setting param-
eters for controlling the overall electric power conversion
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4

device 10 and executing switching control over transistors of
the primary electric power conversion circuit 20 and second-
ary electric power conversion circuit 30. The control circuit
50 is configured to include a dead time setting processing unit
51, a phase difference setting processing unit 52, an on/off
ratio setting processing unit 53, a primary switching process-
ing unit 54, a secondary switching processing unit 55, a
feedforward processing unit 56, a feedback processing unit
57 and a circulating current determination processing unit 58.
The above functions may be implemented by executing soft-
ware, and, specifically, may be implemented by executing a
circulating current suppressing program. Part of these func-
tions may be implemented by hardware.

The dead time setting processing unit 51 has the function of
setting a dead time converted value &. Here, the dead time
converted value £ is a value that is obtained by Td/Tox 2z (To:
switching period) when a dead time Td that is a period during
which both one of the upper arm-side transistors 22, 26, 32,
36 and a corresponding one of the lower arm-side transistors
24, 28, 34, 38 are in an off state. Here, the initial value of the
dead time Td is obtained in advance through an experiment,
simulation, or the like.

The phase difference setting processing unit 52 has the
function of setting a phase difference ¢ in the period of
switching control over the transistors between the primary
electric power conversion circuit 20 and the secondary elec-
tric power conversion circuit 30. The phase difference ¢ is a
phase difference in voltage waveform between the terminal
voltage V1 of the primary coil 41 and the terminal voltage V2
of'the secondary coil 42. Here, by changing the phase differ-
ence ¢, it is possible to control the direction and amount of
electric power transferred between the primary electric power
conversion circuit 20 and the secondary electric power con-
version circuit 30. It is possible to transfer electric power from
the primary electric power conversion circuit 20 to the sec-
ondary electric power conversion circuit 30 when phase dif-
ference ¢p=+Idead time converted value §|; whereas it is pos-
sible to transfer electric power from the secondary electric
power conversion circuit 30 to the primary electric power
conversion circuit 20 when phase difference ¢=-Idead time
converted value E|l. When -Idead time converted valued
El<phase difference p<+Idead time converted value &|, that is,
when Iphase difference ¢I<Idead time converted value I, no
electric power is transferred between the primary electric
power conversion circuit 20 and the secondary electric power
conversion circuit 30.

The on/off ratio setting processing unit 53 has the function
of setting the on/off ratio of each of the transistors of the
primary electric power conversion circuit 20 and secondary
electric power conversion circuit 30 in order to adjust the
amount of electric power transferred between the primary
electric power conversion circuit 20 and the secondary elec-
tric power conversion circuit 30. Here, the on/off ratio in
switching control over each of the left arm lower transistor 24
and right arm lower transistor 28 of the primary electric power
conversion circuit 20 is set to D1 (81/27), and the on/off ratio
in switching control over each of the left arm lower transistor
34 and right arm lower transistor 38 of the secondary electric
power conversion circuit 30 is set to D2 (82/2m).

The primary switching processing unit 54 has the function
of controlling the transistors, that is, the left arm upper tran-
sistor 22, the left arm lower transistor 24, the right arm upper
transistor 26 and the right arm lower transistor 28, on the basis
of settings made by the dead time setting processing unit 51,
the phase difference setting processing unit 52 and the on/off
ratio setting processing unit 53.
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The secondary switching processing unit 55, as well as the
primary switching processing unit 54, has the function of
executing switching control over the transistors, that is, the
left arm upper transistor 32, the left arm lower transistor 34,
the right arm upper transistor 36 and the right arm lower
transistor 38.

The feedforward processing unit 56 executes feedforward
control for setting one of the on/off ratio of the terminal
voltage V1 of the primary coil 41 and the on/off ratio of the
terminal voltage V2 of the secondary coil 42 in response to
fluctuations in phase symmetry between both waveforms
when the waveform of the terminal voltage V1 of the primary
coil 41 and the waveform of the terminal voltage V2 of the
secondary coil 42 are different from each other due to the set
dead time Td. Electric power is transferred between the pri-
mary electric power conversion circuit 20 and the secondary
electric power conversion circuit 30 when Iphase difference
¢=ldead time converted value &I, and the feedforward pro-
cessing unit 56 executes feedforward control such that the
on/off ratio of each of the transistors of a power transmitting
one of the primary electric power conversion circuit 20 and
the secondary electric power conversion circuit 30 is smaller
than the on/off ratio of each of the transistors of a power
receiving one of the primary electric power conversion circuit
20 and the secondary electric power conversion circuit 30.
Specifically, for example, when electric power is transferred
from the secondary electric power conversion circuit 30 to the
primary electric power conversion circuit 20, the secondary
electric power conversion circuit 30 is the power transmitting
one, and the primary electric power conversion circuit 20 is
the power receiving one. At this time, by using the relational
expression D2=D1-&/2x, the on/off ratio D2 of each of the
left arm upper transistor 32, left arm lower transistor 34, right
arm upper transistor 36 and right arm lower transistor 38 of
the secondary electric power conversion circuit 30 is reset.
When the primary electric power conversion circuit 20 is the
power transmitting one, and the secondary electric power
conversion circuit 30 is the power receiving one, the relational
expression D1=D2-&/2mis used. The feedforward processing
unit 56 does not execute the feedforward control when Iphase
difference ¢l<lIdead time converted value &|.

The feedback processing unit 57 executes feedback control
(PI control) for resetting the on/off ratio of each of the tran-
sistors of the power transmitting conversion circuit such that
a circulating current is 0 when there is the circulating current
(described later) even after feedforward control is executed
by the feedforward processing unit 56. The circulating cur-
rent is current that flows through at least one of the primary
electric power conversion circuit 20 and the secondary elec-
tric power conversion circuit 30 when both the terminal volt-
ages V1, V2 of the transformation circuit 40 are 0. The circu-
lating current is current that does not contribute to transfer of
electric power, and is, for example, loop current as shown in
FIG 1.

The circulating current determination processing unit 58
has the function of determining whether the value of circu-
lating current flowing through the primary electric power
conversion circuit 20 or the secondary electric power conver-
sion circuit 30 is larger than or equal to 0. Here, the value of
circulating current is a current value flowing through the
primary coil 41 when both the terminal voltages V1, V2 are 0.

The operation of the thus configured electric power con-
version system 8 will be described. FIG. 2 is a flowchart that
shows the procedure for suppressing circulating current in the
electric power conversion system 8. The phase difference ¢ in
switching control over the transistors between the primary
electric power conversion circuit 20 and the secondary elec-
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tric power conversion circuit 30 and the on/off ratios D1, D2
of the transistors of the primary electric power conversion
circuit 20 and secondary electric power conversion circuit 30
are obtained and set on the basis of external signals, and
additionally the dead time converted value £ is initialized
(S2). This process is executed by the functions of the dead
time setting processing unit 51, phase difference setting pro-
cessing unit 52 and on/off ratio setting processing unit 53 of
the control circuit 50.

Subsequently, the transistors of the primary electric power
conversion circuit 20 and secondary electric power conver-
sion circuit 30 undergo switching control (S4). This process is
executed by the functions of the primary switching process-
ing unit 54 and secondary switching processing unit 55 of the
control circuit 50.

Subsequently, it is determined whether Iphase difference
¢l=ldead time converted value &I (S6). This process is
executed by the function of the feedforward processing unit
56 of the control circuit 50. When it is determined in the
process of S6 that the relationship Iphase difference ¢l=Idead
time converted value | is not satisfied, the process proceeds
to END processing. When it is determined in the process of S6
that Iphase difference ¢l=Idead time converted value &, feed-
forward control is executed such that the on/off ratio of each
of'the transistors of the power transmitting one of the primary
electric power conversion circuit 20 and the secondary elec-
tric power conversion circuit 30 is smaller than the on/off ratio
of each of the transistors of the power receiving one of the
primary electric power conversion circuit 20 and the second-
ary electric power conversion circuit 30 (S8). This process is
executed by the function of the feedforward processing unit
56 of the control circuit 50.

Subsequently, it is determined whether the value of circu-
lating current is larger than or equal to 0 (S10). This process
is executed by the function of the circulating current deter-
mination processing unit 58 of the control circuit 50. When it
is determined in the process of S10 that the value of circulat-
ing current is not larger than or equal to 0, the process pro-
ceeds to END processing. When it is determined in the pro-
cess of S10 that the value of circulating current is larger than
or equal to 0, feedback control is executed such that the
circulating current is 0 (S12). This process is executed by the
function of the feedback processing unit 57 of the control
circuit 50.

For comparison, the case where the above-described feed-
forward control and feedback control are not executed in the
electric power conversion system 8 is assumed and will be
considered. FIG. 3 is a time chart that shows the correlation
among switching control over the transistors of the electric
power conversion system 8, the terminal voltages V1, V2 of
the transformation circuit 40 and I, that flows through the
primary coil 41 when feedforward control and feedback con-
trol are not executed. When the dead time Td has been set,
there occur fluctuations in phase symmetry between the ter-
minal voltage V1 of the primary coil 41 and the terminal
voltage V2 of the secondary coil 42. Thus, there occurs cir-
culating current that does not contribute to transfer of electric
power in the primary electric power conversion circuit 20 or
the secondary electric power conversion circuit 30. Specifi-
cally, as shown in FIG. 3, circulating current at the time when
both V1 and V2 are 0 V flows. Suppressing the circulating
current is the challenge to be solved by the invention.

With the electric power conversion system 8 according to
the present embodiment, feedforward control is executed
such that the on/offratio of each of the transistors of the power
transmitting one of the primary electric power conversion
circuit 20 and the secondary electric power conversion circuit
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30 is smaller than the on/off ratio of each of the transistors of
the power receiving one of the primary electric power con-
version circuit 20 and the secondary electric power conver-
sion circuit 30. Thus, circulating current that has flowed in the
case where no feedforward control is executed as shown in
FIG. 4 is suppressed by making a correction through feedfor-
ward control such that the phases of V1 and V2 are symmet-
ric.

With the electric power conversion system 8, when the
value of circulating current remains larger than or equal to 0
even when the above-described feedforward control is
executed, feedback control for resetting the on/off ratio of
each of the transistors of the power transmitting conversion
circuit is executed such that the circulating current is 0. Thus,
it is possible to further effectively suppress circulating cur-
rent.

Next, an electric power conversion system 9 according to
an alternative embodiment of the electric power conversion
system 8 will be described. FIG. 5 is a view that shows the
electric power conversion system 9. The difference between
the electric power conversion system 9 and the electric power
conversion system 8 is only a feedforward processing unit 59,
so the difference will be specifically described below.

The feedforward processing unit 59 executes feedforward
control for setting one of the on/off ratio of the terminal
voltage V1 of the primary coil 41 and the terminal voltage V2
of the secondary coil 42 in response to fluctuations in phase
symmetry between both waveforms when the waveform of
the terminal voltage V1 of the primary coil 41 and the wave-
form of the terminal voltage V2 of the secondary coil 42 are
different from each other due to fluctuations in loads con-
nected to the input/output ports A, B. Electric power is trans-
ferred between the primary electric power conversion circuit
20 and the secondary electric power conversion circuit 30
when Iphase difference ¢l=Idead time converted value §I, and
the feedforward processing unit 59 executes feedforward
control for adjusting the on/off ratio of each of the transistors
of the primary electric power conversion circuit 20 and sec-
ondary electric power conversion circuit 30 such that the
value of circulating current that circulates between the pri-
mary electric power conversion circuit 20 and the secondary
electric power conversion circuit 30 is 0. Specifically, for
example, when electric power is transferred from the second-
ary electric power conversion circuit 30 to the primary elec-
tric power conversion circuit 20, the secondary electric power
conversion circuit 30 is the power transmitting one, and the
primary electric power conversion circuit 20 is the power
receiving one. By using the relational expression D2+AD, the
on/off ratio D2 of each of the transistors 32, 34, 36, 38 of the
secondary electric power conversion circuit 30 is reset. AD is
obtained by using the relational expression AD=(1-D2)x(1-
NV _/Vz). When the primary electric power conversion cir-
cuit 20 is the power transmitting one and the secondary elec-
tric power conversion circuit 30 is the power receiving one,
AD is obtained by using the relational expression AD=(1-
D2)x(1-V5/NV ). The feedforward processing unit 59 does
not execute the feedforward control when Iphase difference
$l<ldead time converted value El.

The operation of the thus configured electric power con-
version system 9 will be described. In the electric power
conversion system 9 as well, the circulating current suppress-
ing program shown in FIG. 2 is executed as in the case of the
electric power conversion system 8. With the electric power
conversion system 9 according to the present embodiment,
feedforward control for adjusting the on/off ratio of each of
the transistors of the primary electric power conversion cir-
cuit 20 and secondary electric power conversion circuit 30 is
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executed such that the value of circulating current that circu-
lates between the primary electric power conversion circuit
20 and the secondary electric power conversion circuit 30is 0.
Thus, as shown in FIG. 6, circulating current that has flowed
in the case where no feedforward control is executed in a state
of NV <V, is suppressed by correcting the correlation in
voltage ratio between V1 and V2 through feedforward con-
trol. As shown in FIG. 7, circulating current that has flowed in
the case where no feedforward control is executed in a state of
NV >V is suppressed by correcting the correlation in volt-
age ratio between V1 and V2 through feedforward control.

In the electric power conversion system according to an
aspect of the invention, the plurality of transistors may
include: a left arm in which a left arm upper transistor and a
left arm lower transistor are connected in series with each
other at a left arm connection point between the positive
electrode bus and the negative electrode bus; and a right arm
in which a right arm upper transistor and a right arm lower
transistor are connected in series with each other at a right arm
connection point between the positive electrode bus and the
negative electrode bus, and each of the primary coil and the
secondary coil may be connected and arranged between the
corresponding left arm connection point and the correspond-
ing right arm connection point.

In the electric power conversion system according to the
aspect of the invention, there may be a phase difference ¢
between the terminal voltage waveform of the primary coil
and the terminal voltage waveform of the secondary coil, a
dead time converted value £ may be determined on the basis
of'a dead time set in order to prevent a short circuit of at least
one of the left arm and the right arm, and feedforward control
may not be executed when the phase difference ¢ is smaller
than the dead time converted value &£; whereas feedforward
control may be executed when the phase difference ¢ is larger
than or equal to the dead time converted value &.

What is claimed is:

1. An electric power conversion system comprising:

a primary electric power conversion circuit including a
plurality of serially connected primary transistors and a
primary coil connected to a primary connection point
between the plurality of transistors, between a primary
positive electrode bus and a primary negative electrode
bus, the plurality of primary transistors include:

a primary left arm in which a primary left arm upper
transistor and a primary left arm lower transistor are
connected in series with each other at a primary left
arm connection point between the primary positive
electrode bus and the primary negative electrode bus;
and

a primary right arm in which a primary right arm upper
transistor and a primary right arm lower transistor are
connected in series with each other at a primary right
arm connection point between the primary positive
electrode bus and the primary negative electrode bus,

the primary coil is connected and arranged between the
primary left arm connection point and the primary
right arm connection point;

a secondary electric power conversion circuit including a
plurality of serially connected secondary transistors and
a secondary coil connected to a secondary connection
point between the plurality of secondary transistors,
between a secondary positive electrode bus and a sec-
ondary negative electrode bus, the plurality of secondary
transistors include:

a secondary left arm in which a secondary left arm upper
transistor and a secondary left arm lower transistor are
connected in series with each other at a secondary left
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arm connection point between the secondary positive
electrode bus and the secondary negative electrode
bus; and

a secondary right arm in which a secondary right arm
upper transistor and a secondary right arm lower tran-
sistor are connected in series with each other at a
secondary right arm connection point between the
secondary positive electrode bus and the secondary
negative electrode bus,

the secondary coil is connected and arranged between
the secondary left arm connection point and the sec-
ondary right arm connection point; and

a control circuit configured to control transfer of electric
power between the primary electric power conversion
circuit and the secondary electric power conversion cir-
cuit by magnetically coupling the primary coil to the
secondary coil,

the control circuit is configured to execute feedforward
control for setting one of an on/off ratio of a terminal
voltage signal of the primary coil and an on/off ratio of
a terminal voltage signal of the secondary coil so that
circulating current is zero or suppressed, the circulating
current flowing through at least one of the primary elec-
tric power conversion circuit and the secondary electric
power conversion circuit when both terminal voltage of
the primary coil and terminal voltage of the secondary
coil are zero, in response to at least one of fluctuations in
voltage ratio between a terminal voltage waveform of
the primary coil and a terminal voltage waveform of the
secondary coil and fluctuations in phase symmetry
between the terminal voltage waveform of the primary
coil and the terminal voltage waveform of the secondary
coil, when the terminal voltage waveform of the primary
coil and the terminal voltage waveform of the secondary
coil are different from each other, wherein

there is a phase difference between the terminal voltage
waveform of the primary coil and the terminal voltage
waveform of the secondary coil,

a dead time converted value is determined on the basis ofa
dead time set in order to prevent a short circuit of at least
one of the primary left arm, the secondary left arm, the
primary right arm and the secondary right arm, and

feedforward control is not executed when the phase difter-
ence is smaller than the dead time converted value;
whereas feedforward control is executed when the phase
difference is larger than or equal to the dead time con-
verted value.

2. The electric power conversion system according to claim

1, wherein the control circuit is configured to execute feed-
forward control such that the on/off ratio of each one of the
transistors of a power transmitting one of the primary electric
power conversion circuit and the secondary electric power
conversion circuit is smaller than the on/off ratio of each one
of the transistors of a power receiving other of the primary
electric power conversion circuit and the secondary electric
power conversion circuit.

3. The electric power conversion system according to claim

1, wherein

a voltage between the primary positive electrode bus and
the primary negative electrode bus is V ,,

avoltage between the secondary positive electrode bus and
a secondary negative electrode bus is Vg,

a winding number ratio between the primary coil and the
secondary coil is 1:N;

the on/off ratio in a switching control over each of the
secondary left arm lower transistor and the secondary
right arm lower transistor is set to D2,
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wherein when electric power is transferred from the sec-
ondary electric power conversion circuit to the primary
electric power conversion circuit, the secondary electric
power conversion circuit is a power transmitting electric
power conversion circuit and the primary electric power
conversion circuit is a power receiving electric power
conversion circuit,

wherein the on/off ratio D2 of each of the secondary left
arm upper transistor, the secondary left arm lower tran-
sistor, the secondary right arm upper transistor, and the
secondary right arm lower transistor is reset using
D2 +AD,

wherein AD=(1-D2)-(1-N-V_/Ng).

4. An electric power conversion system comprising:

a primary electric power conversion circuit including a
plurality of serially connected primary transistors and a
primary coil connected to a primary connection point
between the plurality of transistors, between a primary
positive electrode bus and a primary negative electrode
bus, the plurality of primary transistors include a pri-
mary left arm and a primary right arm, in the primary left
arm a primary left arm upper transistor and a primary left
arm lower transistor are connected in series with each
other at a primary left arm connection point between the
primary positive electrode bus and the primary negative
electrode bus, in the primary right arm a primary right
arm upper transistor and a primary right arm lower tran-
sistor are connected in series with each other ata primary
right arm connection point between the primary positive
electrode bus and the primary negative electrode bus, the
primary coil is connected and arranged between the
primary left arm connection portion and the primary
right arm connection point;

a secondary electric power conversion circuit including a
plurality of serially connected secondary transistors and
a secondary coil connected to a secondary connection
point between the plurality of secondary transistors,
between a secondary positive electrode bus and a sec-
ondary negative electrode bus, the plurality of secondary
transistors include a secondary left arm and a secondary
right arm, in the secondary left arm a secondary left arm
upper transistor and a secondary left arm lower transistor
are connected in series with each other at a secondary
left arm connection point between the secondary posi-
tive electrode bus and the secondary negative electrode
bus, in the secondary right arm a secondary right arm
upper transistor and a secondary right arm lower tran-
sistor are connected in series with each other at a sec-
ondary right arm connection point between the second-
ary positive electrode bus and the secondary negative
electrode bus, the secondary coil is connected and
arranged between the secondary left arm connection
point and the secondary right arm connection point; and

a control circuit configured to control transfer of electric
power between the primary electric power conversion
circuit and the secondary electric power conversion cir-
cuit by magnetically coupling the primary coil to the
secondary coil, wherein

the control circuit is configured to execute feedforward
control for setting one of an on/off ratio of a terminal
voltage signal of the primary coil and an on/off ratio of
a terminal voltage signal of the secondary coil, in
response to at least one of fluctuations in voltage ratio
between a terminal voltage waveform of the primary coil
and a terminal voltage waveform of the secondary coil
and fluctuations in phase symmetry between the termi-
nal voltage waveform of the primary coil and the termi-
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nal voltage waveform of the secondary coil, when the
terminal voltage waveform of the primary coil and the
terminal voltage waveform of the secondary coil are
different from each other,

wherein there is a phase difference between the terminal
voltage waveform of the primary coil and the terminal
voltage waveform of the secondary coil,

a dead time converted value is determined on the basis ofa
dead time set in order to prevent a short circuit of at least
one of the left arm and the right arm, and

feedforward control is not executed when the phase difter-
ence is smaller than the dead time converted value;
whereas feedforward control is executed when the phase
difference is larger than or equal to the dead time con-
verted value.

5. The electric power conversion system according to claim

4, wherein the control circuit is configured to execute feed-
forward control such that the on/off ratio of each one of the
transistors of a power transmitting one of the primary electric
power conversion circuit and the secondary electric power
conversion circuit is smaller than the on/off ratio of each one
of the transistors of a power receiving other of the primary
electric power conversion circuit and the secondary electric
power conversion circuit.

10

15

20

12

6. The electric power conversion system according to claim
4, wherein

a voltage between the primary positive electrode bus and
the primary negative electrode bus is V ,

avoltage between the secondary positive electrode bus and
a secondary negative electrode bus is V,

a winding number ratio between the primary coil and the
secondary coil is 1:N;

the on/off ratio in a switching control over each of the
secondary left arm lower transistor and the secondary
right arm lower transistor is set to D2,

wherein when electric power is transferred from the sec-
ondary electric power conversion circuit to the primary
electric power conversion circuit, the secondary electric
power conversion circuit is a power transmitting electric
power conversion circuit and the primary electric power
conversion circuit is a power receiving electric power
conversion circuit,

wherein the on/off ratio D2 of each of the secondary left
arm upper transistor, the secondary left arm lower tran-
sistor, the secondary right arm upper transistor, and the
secondary right arm lower transistor is reset using
D2+AD,

wherein AD=(1-D2)-(1-N-V _/V ).
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